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Safety signs identify, comply, and make your
workplace safe and secure.

Whether you're restricting access to a particular area, alerting employees to potential hazards, or simply
providing direction — Safety Signs play an important role. The proper use of safety signs is a compulsory
requirement for all businesses, commercial organisations and public access buildings. Legislation is in
place to enforce the proper use of these signs. The enforcement of this legislation is within the remit of
Queensland Workplace Health & Safety.

We can supply an extensive range of signs that will ensure you can create a safe, well identified facility. Our
range of Health and Safety signs are designed to meet Australian Standard AS1319-1995* which outlines
specific parameters for safety signs in an occupational environment.

If we don't have the sign you need, we can custom design signs to meet your exact specifications.

Ooops!
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ADMITTANCE & DOOR SIGNS

Admittance and Door signs are available in Polypropylene, Colourbond Steel and Self Adhesive.
Polypropylene and Colourbond sizes are 300mm x 125mm, 350mm x 180mm and 450mm x 180mm, Self
Adhesive sizes are 200mm x 45mm and 350mm x 180mm.
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BATTERY CHARGING SIGNS
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BRAILLE / TACTILE SIGNS

Clearline Braille Tactile signs conform with the requirements of AS1428.4-1992 and D3.6 of the BCA. Sizes
are 150mm x 150mm, 225mm x 150mm and 300mm x 150mm.

Clearline Braille Tactile signs are available with a range of frames and plinths to complement surrounding
door hardware.

Custom Braille / Tactile signs can be made to order.
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BUILDING INDUSTRY SIGNS

For your convenience we have set out the most common signs required for the building industry. This
selection covers access requirements, potential hazard warnings and general information.

DISABLED SIGNS

Disabled Signs are available in Polypropylene, Colourbond Steel and Self Adhesive. Polypropylene and
Colourbond sizes are 300mm x 125mm, and 450mm x 180mm, Self Adhesive sizes are 125mm x 90mm

and 250mm x 180mm. Custom Disabled Signs can be made to order.
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DANGER SIGNS — General Industry

These signs are for warning when a hazard or a hazardous condition is likely to be life-threatening. The
word “Danger” is featured inside a red oval which in turn is inside a black rectangle. Danger signs can be
found in most businesses in one place or another, and usually deal directly with keeping your employees or
visitors safe.

Available in Polypropylene and Colourbond Steel. Standard sizes 300mm x 225mm, 450mm x 300mm and
600mm x 450mm.

Polypropylene and Colourbond sizes are 300mm x 125mm, and 450mm x 180mm, Self Adhesive sizes are
125mm x 90mm and 250mm x 180mm. Custom Disabled Signs can be made to order.
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DANGER SIGNS — Mining Industry

These signs are for warning when a hazard or a hazardous condition is likely to be life-threatening. The
word “Danger” is featured inside a red oval which in turn is inside a black rectangle.

This range of Danger signs is specifically for the Mining Industry.

Available in Polypropylene and Colourbond Steel. Standard sizes 300mm x 225mm, 450mm x 300mm and
600mm x 450mm. Corfute 600mm x 450mm only.

Self Adhesive sizes are 125mm x 90mm and 250mm x 180mm. Custom Signs can be made to order.
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EMERGENCY / HYGIENE SIGNS

These type of signs indicate the location of, or directions to emergency related facilities (exits, first aid,
safety equipment, etc).

These signs feature a white symbol and/or text on a green background.

Emergency Information Signs
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Exit and Evacuation Signs

Asbestos Signs
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Housekeeping Signs

Quarantine Signs
These quarantine signs comply strictly with Australian Quarantine and Inspection Service (AQIS) guidelines.

AQIS requirements also state that all outdoor signs must be at least 400x600mm in size, and all indoor
signs must be at least 295x210mm in size.
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FIRE PROTECTION SIGNS

These signs are for warning when a hazard or a hazardous condition is likely to be life-threatening. The
word “Danger” is featured inside a red oval which in turn is inside a black rectangle.

Danger signs can be found in most businesses in one place or another, and usually deal directly with
keeping your employees or visitors safe.

Standard signs are available in Polypropylene, Colourbond Steel and Self Adhesive. Polypropylene and
Colourbond are 225mm x 150mm, 300mm x 225mm and 600mm x 450mm.

Self Adhesive available in 400mm x 100mm for cabinets, doors and lockers. Custom and Class 2 reflective
fire signs available on special order.
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FLOOR SIGNS

Adhesive walk-on floor signs consist of a substrate vinyl graphic which is protected by a touch clear textured
overlaminate.

The strong adhesive has been designed to bond to many difference surfaces.

Suitable for heavy traffic areas or wall mounting applications where graffiti or heavy wash downs are a
problem. (Suitable for internal use).

Floor markers are 440mm diameter.
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FLOOR STANDS

Deluxe Floor Stands
These heavy duty double sided floor stands are made of high density polyethylene and will not dent or
corrode. Measuring 670mm high (closed) the large message area ensured the your message is visible from

over 9m away.

Economy Floor Stands
Lightweight corrugated polypropylene material (3mm) suitable for indoor use or secured outdoor use.

Measuring 500mm high (closed), these signs are reversible.

Standard Floor Stands
Made of sturdy polypropylene with a strong A-frame design, these floor stands resist weather and caustic

chemicals. Measuring 300mm wide and 500mm high, the signs are available in bright colours with bold
printing to ensure high visibility.
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Safety Traffic Cones
Extra large, bright cones printed on four sides for maximum visibility. Lightweight, durable moulded plastic
construction for long life. Lock-in sign attachment set for specific warnings

FORKLIFT SAFETY SIGNS

Forklift Signs are available in Polypropylene, Colourbond Steel and Self Adhesive. Custom Signs can be
made to order.
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HAZCHEM SIGNS

Hazchem is a warning plate system used in Australia, Malaysia, New Zealand and the United Kingdom for
vehicles transporting hazardous substances, and on storage facilities housing such substances. Part of the
Hazchem plate carries information on how an emergency service should deal with an incident pertaining to
the vehicle or facility.

Hazchem signs are available in Polypropylene, Colourbond Steel and Self Adhesive. Magnetic Hazchem
Diamonds are available on special order.

Emergency Information Panels are made to order, when ordering please give the following information:

Product Name
U.N. No.
Hazchem Code

Emergency Contact details are required for 400mm x 300mm and 800mm E.I.P’s.
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MANDATORY SIGNS

These signs specify that an instruction must be carried out. Symbols (or “pictograms”) are depicted in white
on a blue circular background.

Mandatory signs are almost always found on building and construction sites as protective clothing is a usual
mandatory requirement. Sign wording, if necessary, is in black lettering on a white background.

Standard sizes in Polypropylene and Colourbond Steel are 50mm and 200mm diam picto only. 600mm x
450mm portrait. Self Adhesive sizes are 50mm and 200mm diam picto only.

Mandatory signs are also available on special order in Class 2 reflective.
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PROHIBITION SIGNS

These signs specify behaviour or actions which are not permitted. The annulus and slash should be
depicted in red over the action symbol in black.

Sign wording, if necessary, is in black lettering on a white background. popular sign groups in this sign
family are no smoking and messages related to unauthorised access.

Standard sizes in Polypropylene and Colourbond Steel are 300mm x 225mm, 450mm x 300mm and 600mm
x 450mm.

Self Adhesive sizes are 200mm diam picto only, 125mm x 90 mm and 250mm x 180mm (picto and text).

Prohibition signs are also available on special order in Class 2 reflective.
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PUBLIC AREA & GENERAL INFORMATION
SIGNS

Smoking Signs are available in Polypropylene, Colourbond Steel and Self Adhesive. Custom Signs can be
made to order.
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QUALITY ASSURANCE SIGNS

RESTRICTED AREA SIGNS
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SAFETY AWARENESS SIGNS
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SAFETY BARRICADE TAPE

Printed barricade tapes warn against
hazards or dangerous work zones with
specific warning messages. The durable,
yet lightweight tape comes in easy-to-use
rolls so that it can be put up quickly to block
off large areas of danger.

Wrap it around poles and barrels, or staple
it to wood. When the hazard is removed,
roll up the tape for reuse. Choose the type
of barricade tape to suit your application.
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SAFETY TAGS

Accident Prevention Tags
On the spot warning of dangerous conditions is easily accomplished with Accident Prevention Tags.
Textured write-on surface allows for authorised signature, date and other special instructions.

Standard size: 145mm x 75mm with two chamfered corners and a 5mm grommeted hole.
Matt finish accepts pencil, pen and marker.

Tags are available in a selection of two materials to meet every application.

Cairns Safety & Industrial Supplies
Safety & Workplace Signs © 2010 Page 26 |




Equipment Servicing Tags
These reusable polypropylene tags provide lasting protection against dirt, grease, tearing, moisture, staining
and corrosion.

All tags have a write-on surface and are printed on one side (except where noted).

Quiality Control Action Tags
These tags feature a perforation so the user can tear off the lower portion of the tag once the status has

been changed.

Made of economical card stock for indoor or temporary use. 300mm cotton string ties are included at no
additional charge.
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SCAFFOLDING SAFETY SIGNS

Manufactured from a lightweight high-impact material — 2mm polyethylene core sandwiched by 0.3mm
aluminium, resulting in a pliable, lightweight and professional looking sign.

All signs come pre-bent to suit scaffolding tubing. Signs measure 500mm x 300mm.
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SECURITY SIGNS

Security Signs are available in Polypropylene, Colourbond Steel and Self Adhesive.

Custom Signs can be made to order.

SMOKING SIGNS

Smoking Signs are available in Polypropylene, Colourbond Steel and Self Adhesive.

Custom Signs can be made to order.
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TRAFFIC SIGNS

Regulatory Traffic Signs
All signs in this range are Class 2 Reflective, 1.6mm aluminium traffic signs. Size: 600 x 600mm
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Stop / Slow Traffic Paddle

Direct traffic around your worksite, school or
road work areas with compliant regulatory
Stop / Slow baton.

All batons are 450mm in diameter and come
with a 1.8m wooden handle.

Available in class 2 reflective aluminium.

Double Sided.

Stop Signs
Clearly state directions. When a plain stop sign won'’t do, chose from our range of worded stop signs.

Signs are reflective class 1 aluminium and are 600mm x 500mm.

Signs have two holes for easy mounting.
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Traffic and Parking Signs
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Round Sign Posts

Steel tubular posts have 60mm outside diameter.
Posts are ideal for mounting street signs and can
also be used for mounting regular traffic signs using
the Sign Mounting Bracket.

Posts supplied with top cap.

Hazard Markers
Reflective markers delineate edges of roads,
driveways and hazardous areas.

Day & Night.

Prevent accidents and tyre tracks on grass and
driveway entries.

Aluminium markers have engineer grade reflective
sheeting.
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Sign Mounting Brackets
Use sign mounting brackets to secure traffic signs to
tubular sign posts up to 60mm in diameter.

Brackets transform existing tubular sign posts into
multi-purpose posts.

Choose from bracket to suit one or two signs, or a

two piece bracket for easy addition of signs to an
existing sign post.
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Pivoted Car Park Bollards

Pivotted bollards provide orderly tenant parking and protects your bay from unauthorised access. The
galvanised, powder coated bollard is constructed from 65mm square steel post.

In the unlocked position the total height is 90mm allowing vehicles to drive easily over it. Its internal locking
system cannot be tampered with. The base is made from rust proof high tensile aluminium alloy. 4 x 12mm
masonry anchors are required for installation of this 735mm tall bollard. Keyed Alike and Master Key

systems available.

Traffic Warning Lights
These traffic warning lights are available in a choice
of flashing or steady light source.

Manufactured from touch, impact resistant
polypropylene, the casing will withstand harsh
treatment.

Polycarbonate lens can be swivelled to face
oncoming traffic.

Includes fixing bolt, bracket and key.
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Rotolight
This lightweight rotolight attached securely to your
traffic control cones to ensure visibility by all.

Offering day and night warning even in harsh
conditions, and self-cleaning in snow and sleet, this
wind powered rotating beacon does not require
batteries or maintenance.

A cost effective alternative to electronic flashing
beacons
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Reflective Night Tape

E Flare ™ Protector

This reflective night tape is ideal for situations where  This portable warning beacon is essential for alerting
visibility of an area during dark periods is essential. hazards and providing a safer working environment.
Tape can be used in conjunction with T-Top

Bollards.

It does not produce toxic fumes, burn, affect distance
judgment and there is no risk of fire or explosion

Tags are available in either a polypropylene tag with  while in use. Waterproof and shatterproof, it also
4M reflective stripe material or premium reflective comes with a detachable rubber base. Required two
plastic tag. Tags are threaded onto a PVC D cell batteries (not included).

suspension cord. Easy to use and store.

T-Top Temporary Bollard

The T-Top Temporary Bollard is
made of low density polyethylene,
stands at a height of 1150mm and
has a diameter of 200mm.

With a weight of 6kg or 8kg and
wide base, the bollard is stable in
high speed traffic conditions. Its
bright fluorescent orange colour
and reflective bands provide high
visibility all hours of night and
day, in all weather conditions.
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Traffic Cones
These highly visible fluorescent orange traffic cones are available in
710mm and 450mm sizes.

Constructed of durable PVC material, their wide body design make

them resistant to tipping in high wind or heavy traffic situations. For
additional stability, add on a 3kg cone weight.
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Barrier Boards High Visability Safety Weights

Block off work areas quickly. This Barrier is made of These fluorescent high visibility yellow safety
durable PVC and features black and yellow reflective weights are the ideal weight to secure items from
stripes. strong winds and knock-downs.

Barrier Boards are also available as yellow with no Each weight weighs 10kg and has easy carry
stripes and no reflectivity for crowd control use. handles for easy transportation to another area.

The board measures 2.5 m long and 190mm wide.
Steel A-Frame legs ensure rough use.

VEHICLE AND TRUCK ID SIGNS

Vehicle and Truck ID signs are available in Canvas, Reflective Canvas, MTL Colourbond Steel, Reflective
Metal and Self Adhesive. Custom Signs can be made to order.
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Dangerous Goods Labels and Placards

Dangerous Goods Signs
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Flip-File Placard

Includes fifteen legends so you are always prepared for the next load. “Flip” through until you display the
legend you need. Heavy Duty construction. Weather tested paint stays bright, resists chipping. Stainless
Steel rivets and hinges resist rust and corrosion. Legends are:

Dangerous Goods - Flammable Gas 2 - Please Drive Safely
Flammable Lig 3 - Non-Flam/Non-Toxic Gas 2 - Dangerous When Wet 4
Corrosive 8 - Explosive 1.1 - Spontaneously Combustible 4
Oxidizing 5.1 - Toxic Gas 2 - Organic Peroxide 5.2
Toxic 6 - Flammable Solid 4

- Misc. 9

WAREHOUSE / LOADING DOCK SIGNS
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WARNING CAUTION SIGNS

Warning signs are to warn of hazards or a hazardous condition that is not likely to be life-threatening.

The hazard symbol should be black on a yellow background and a triangle should be depicted around the
hazard symbol. Sign wording, if necessary, is in black lettering on a yellow background.

Standard sizes in Polypropylene and Colourbond Steel are 300mm x 225mm, 450mm x 300mm and 600mm
x 450mm. Self Adhesive sizes are 125mm x 90mm and 250mm x 180mm.

Warning Caution signs are also available on special order in Class 2 reflective.
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Multiple Warning Signs
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